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   d. Point Memory: 50,000 records 
 Power 

a. Clip-on Li-on Battery: Output 
Voltage – 3.8V DC 

b. Operating Time (per battery): 
approx. 4.5 hours (continuous 
distance/angle measurement) 
– approx. 11 hours 
(distance/angle measurement 
every 30 seconds) – approx. 
22 hours (continuous angle 
measurement) 

c. Charging Time (Full Charge): 4 
hours 

 Environmental 
a. Ambient Temperature Range: 

-20°C to +50°C (-4°F to 122°F) 
b. Atmospheric Correction 

b.1. Temperature Range: -
40°C to +60°C (-40°F to 
140°F) 
b.2. Barometric Pressure: 
400mmHg to 999mmHg hPa 
to 1,332 hPa/15.8 inHg to 39.3 
inHg 

  

3. 1 unit Lase Electronic Digital Theodolite 
 Max. Range: 300m, 
 Accuracy: ±3mm + 2ppm * D 
 Measure Time: Comtinuous – 

0.35s, Single 1.5s 
 Atmosphere Correction: Auto 

correction by input parameter 
 Prism Constant: Auto correction 

by input parameter 
 Telescope 

a. Image: Erect 
b. Magnification: 30x 
c. Effective Apperture: 152mm 
d. Resolving Power: 3” 
e. Field of View: 1° 30’ 
f. Minimum Focus Range: 1.5m 
g. Multiple Constant: 100 
h. Additive Constant: 0 
i. Stadia Accuracy: ≤0.40%/L 
j. Tube Length: 155mm 

 Angle Measurement 
a. Measuring Method: Absolute 




