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c. from panel DP1 to panel DPA, DPB, DPC, and DPD located at the ground floor 
of the building. 

d. From panel DP2 to panel DPE, DPF, DPG and DPH located at the second floor 
of the building. 

e. From DP3 to panel DPI, DPJ, DPK, and DPL located at the third floor of the 
building. 

f. From distribution panels to electrical fixtures/ switches/ outlets and other 
electrical devices in accordance with the plan. 
Specifications of materials to be used: 
1. THHN/ THWN copper wire 99.99% pure copper conductor, fire retardant. 

Use Phelp dodge, Philflex or approved equal. Strictly follow the color coding 
of conductor wire as indicated in the schedule of loads. 

2. RSC or IMC metal conduit pipe. 
3. Electrical metal utility/ square/ junction box with cover. 
4. AMCO surface type boxes 
5. Support brackets/ hangers, clamps, and rods should be galvanized steel.  

5. Supply and installation of electrical fixtures/ switches/ outlets and other electrical 
components in accordance with the plan. 
Specifications of materials to be used: 

a. 2-18W LED tube light with diffuser (387 sets). Use Philips, firefly or approved 
equal. 

b. 1-18W LED tube light with diffuser (26 sets). Use Philips, firefly or approved 
equal.
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J. All public utilities used by the winning contractor in the construction of the project, such as 


